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THERMISTOR-STRING.COM

Built the string for your need
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Measure in any environment.
- up to 48 sensors
- up to 250 meters string length
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The thermistor strings are manufactured according your requirements.



The digital thermistor strings from GeoPrecision are the smartest solution on the market with bidirectional low-power wireless transmission (433/915 MHz) and three types of digital sensors with differing accuracy and precision.



Take a Tour
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TNode

Digital chip with 0.01 ºC resolution and +/- 0.1ºC base accuracy.
Up to 48 sensors and 100 m string length.


 Specifications here
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TNode EX

Digital chip with 0.001 ºC resolution and +/- 0.1ºC base accuracy (Pt1000 sensor).
Up to 48 sensors and 100 m string length.


 Specifications here
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TNode HD

Digital chip with 0.0001 ºC resolution and +/- 0.05ºC base accuracy (Pt100 sensor). Up to 48 sensors and 100 m string length.


 Specifications here
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Thermistor strings for all grounds

temperature profiling and borehole ground measurements






		    
		

		
				
			
				


	
		
								
						
							Temperature

							Temperature profiling


in glaciers, lakes or ocean.
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							Permafrost

							Permafrost monitoring


 in soil or rock
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							Dike or dam monitoring
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							Monitoring of soils
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[image: Up to 5 years maintanance free]




Up to 5 years maintanance free

Easy maintanance because of clip holder for battery




[image: String up to 100m length]

Up to 250m string length.

Custom made thermistor string with your specifications.
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SDI-12 converter for e.g., Campbell loggers.
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